AMENDMENT NO. 1 AUGUST 2023 
TO 


IS 6664 : 1992 RUBBER MICROCELLULAR SHEETS FOR SOLES AND HEELS — 
SPECIFICATION 


( First Revision ) 


(Cover page, Title) — Substitute the title with the following: 
‘MICROCELLULAR RUBBER SHEETS FOR OUTSOLES — SPECIFICATION’ 
(Page 1, Title) — Substitute the title with the following: 
‘MICROCELLULAR RUBBER SHEETS FOR OUTSOLES — SPECIFICATION’ 
(Page 1, clause 1.1) — Substitute the following for the existing: 


‘This standard prescribes the requirements, and methods of sampling and test for microcellular rubber sheet for 
making outsoles.’ 


(Page 1, clause 2) — Substitute the following for the existing: 


IS No Title 

IS 1070 : 2023 Reagent grade water — Specification (fourth revision) 

IS 1638 : 1969 Specification for sizes and fittings for footwear (first revision) 

IS 2050 : 1991 Glossary of terms relating to footwear (first revision) 

IS 3400 (Part 16) : 1974 Methods of test for vulcanized rubber: Part XVI Measurement of cut growth 
of rubber by the use of the ross flexing machine 

IS 4905 : 2015/ Random sampling and randomization procedures (first revision) 

ISO 24153 : 2009 

IS 10702 : 2023 Hawai chappal — Specification (third revision) 

IS 12240 (Part 2) : 1988 Method of test for polyvinyl chloride boots: Part 2 Determination of durometer 
hardness, Shore A 

IS 15298 (Part 1) : 2015/ Personal protective equipment: Part 1 Test methods for footwear 

ISO 20344 : 2011 (second revision) 


(Page 1, clause 4.2) — Delete. 
(Page 1, clause 5.1) — Substitute the following for the existing: 
‘Each sheet shall be marked legibly and indelibly with the following: 
a) Identification of the source of manufacturer or brand name; and 
b) Thickness of the sheet.’ 
(Page 1, clause 6.1) — Substitute the following for the existing: 
‘The material may be packed as agreed to between the purchaser and the supplier. Each package may contain 


sheets of same thickness and may be marked with the name of the item, batch/code number and manufacturer’s 
name or its recognized trade-mark, if any.’ 


Amendment No. 1 to IS 6664 : 1992 


(Page 1, clause 6.1.1) — Substitute the following for the existing: 


‘In case of cut components, each package shall contain outsoles of one size only.’ 


(Page 2, Table 1) — Substitute the following for the existing: 


Table 1 Physical Requirements for Microcellular Rubber Sheet for Outsoles 
(Clause 4.1.3 and 8.3) 


SI No. Characteristic Requirement Method of Test, 
Ref to 
a 
( i} 
Annex IS 
(1) (2) (3) (4) 
i) Relative density, Max 09 = Annex C-1 of 
. IS 10702 
ii) Thickness, mm, Min 3.0 = IS 15298 (Part 1) 
ill) Hardness, degree Shore A, Min 35 7 IS 12240 (Part 2) 
iv) Compression set at constant stress, 50 = Annex D of 
percent, Max IS 10702 
v) Split tear strength, kg, Min 3.0 Annex E = 
vi) Heat shrinkage test at 100 + 1 °C for 2.0 Annex G 7 
1 hour, Max 
vii) Abrasion resistance at applied force 600 = IS 15298 (Part 1) 
of 5 N, (volume loss), mm’, Max 
viii) Flexing resistance: Maximum cut 6.0 - IS 3400 (Part 16) 


growth at 50 000 cycles, mm, Max 
(Test carried out at 25 °C + 2 °C) 


(Page 2, Annex A) — Delete. 


(Page 3, Annex B) — Delete. 


(Page 3, Annex C) — Delete. 


(Page 4, Annex D) — Delete. 


(Page 5, Annex F) — Delete. 


(Page 6, Annex H) — Delete. 
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